
DINWIDDIE COUNTY 
PLANNING, ZONING, CODE COMPLIANCE AND ENVIRONMENTAL  

  
  

PERMEABLE PAVEMENT 
Construction Inspection Checklist

Project Name: __________________________________________________________________ Date: ___________________

PRE-CONSTRUCTION MEETING:

YES NO N/A

Walk through site with builder/contractor/subcontractor to review the SWPPP (erosion and 
sediment control plan, the stormwater management plan, and the Pollution Prevention plan)

Determine when permeable pavement is built in project construction sequence; before or 
after building construction and determine measures for protection and surface cleaning.

Identify the tentative schedule for construction and verify the requirements and schedule 
for interim inspections and sign-off.

Aggregate material locations identified (hard surface or on geotextile). 

MATERIAL STORAGE:

YES NO N/A

Materials stored in protected area free from mud, dirt and other foreign materials.

EXCAVATION:

YES NO N/A

Utilities located and marked by local service.

Excavated area marked with paint and/or stakes.

Excavation size and location conforms to plan.

Runoff is diverted around the excavation area to a stabilized conveyance.

If excavation is used as a sediment trap: verify that the bottom elevation of the proposed 
stone reservoir is lower than the bottom elevation of the existing trap. 
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EXCAVATION:

YES NO N/A

Subgrade surface is free of rocks and roots, and large voids. Any voids should be refilled 
with the base aggregate to create a level surface for the placement of aggregates and 
underdrain (if required).

For Level 2 permeable pavement, ensure the bottom of the excavation is scarified prior to 
placement of stone. 

No groundwater seepage or standing water is present. Any standing water is dewatered to 
an acceptable dewatering device. 

The excavation has achieved the proper elevations and grade as noted on the approved 
plans.

Certification of Excavation Inspection: Inspector certifies the successful completion of 
the Excavation steps listed above. 

FILTER LAYER AND UNDERDRAIN PLACEMENT:

YES NO N/A

All aggregates, including, as required, the filter layer (choker stone & sand), the reservoir 
layer, and bedding layer are clean and washed and otherwise conform to specifications as 
certified by quarry. 

Underdrain size and perforations meet the specifications. 

Placement of filter layer and initial layer of reservoir layer aggregates (approximately 2 
inches) spread (not dumped) to avoid aggregate segregation; or

Impermeable liner meets project specifications and is placed in accordance with 
manufacturers specifications.

Placement of underdrain, observation wells, and underdrain fittings (45 degree wyes, cap at 
upstream end, etc.) in accordance with the approved plans.

Invert elevations of underdrain and outlet structure and surface gradient in accordance with 
approved plans. 

Certification of Filter Layer and Underdrain Placement Inspection: Inspector 
certifies the successful completion of the filter layer and underdrain placement steps 
listed above.

VA DEQ Design Spec. No. 7: Permeable Pavement Page 2 of 3



STONE RESERVOIR AGGREGATE PLACEMENT:

YES NO N/A

Sides of excavation covered with geotextile, when required, prior to placing stone reservoir 
aggregate; no tears or holes, or excessive wrinkles are present.  

Thickness, placement, compaction and surface tolerances meet specifications and approved 
plans. 

Certification of Stone Reservoir Aggregate Placement Inspection: Inspector certifies 
the successful stone reservoir layer placement steps listed above.

BEDDING LAYER AND PAVEMENT INSTALLATION

YES NO N/A

Certification of Pavement Installation: Contractor and/or manufacturer certifies that 
permeable pavement has been placed in accordance with manufacturers specifications 
(surface is even, runoff spreads evenly across surface, etc.). 

All erosion and sediment control practices have been removed. 

Pre-treatment structures (if applicable) are properly installed.

Follow-up inspection and as-built survey/certification has been scheduled.

GPS coordinates have been documented for all permeable pavement installations on the 
parcel. 

Inspector Name:___________________________________________________________  Date:_________________________ 

Signature:________________________________________________________________
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