
DINWIDDIE COUNTY 
PLANNING, ZONING, CODE COMPLIANCE AND ENVIRONMENTAL  

ROOFTOP DISCONNECT  
MAINTENANCE INSPECTION REPORT

1. A licensed professional engineer must conduct all inspections utilizing the approved construction plans, As-Builts, and
recorded Stormwater Maintenance Agreement located at the Dinwiddie County Courthouse.

2. All items must be inspected and any discrepancies and necessary repairs must be noted along with an estimate cost of repairs.

3. Upon completion of the inspection, one (1) copy, indicating estimated completion date and cost of noted  discrepancies and
and repairs, is to be forwarded by the inspection firm to the: County of  Dinwiddie, Planning  &  Zoning Department,
Attn: Environmental Administrator, P.O. Drawer 70 Dinwiddie, VA  23841.  The original form must be forwarded to the
owner of the facility.  This form is to be typed or in black/blue ink only.  No color ink or pencil will be accepted.

4. The facility owner's representative must indicate on the original form the actual completion date and actual cost of acquired
repairs, after which the facility owner must sign and return one (1) copy of the form to the: County of Dinwiddie, Planning
and Zoning Department, Attn: Environmental Administrator, P.O. Drawer 70  Dinwiddie, VA. 23841.

PROJECT INFORMATION:

Name of Project:_________________________________________________________________________________________

Location of Project:_______________________________________________________________________________________

Owner of Facility:__________________________________________________________ Inspection Date:________________

Compensatory device type (include if the pervious area flow is less than the required minimum length):

Dry Well French Drain Rain Garden

Other

PIPING, GUTTERS, DRAINS AND PRE-TREATMENT SUMPS:

YES NO

Fluid from a different practice is being piped near pervious areas.

Sediment and/or debris accumulation.

Mosquito proliferation.

Runoff is not entering the receiving pervious area.

The downspouts remain disconnected.
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MANUFACTURED PRODUCTS:

YES NO

Product or component is broken or not functioning correctly.

DOWNSTREAM TREATMENT:

YES NO

Compensatory treatment units have been maintained.

Stormwater discharge ponding at point of disconnection.

Erosion is evident at the simple disconnection, bioretention/rain 
gardens, filter paths, or foundation planter.

Practices to which the disconnection discharges are not functioning.

Practices to which disconnection discharges are disturbed or have been 
converted.

The receiving pervious area(s) retain dimensions as shown on plans 
and are in good condition.

The is encroachment on the receiving pervious area(s) or easement by 
buildings or other structures.

DESCRIBE REPAIRS NEEDED:

Estimated Cost 
of Repairs
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DESCRIBE REPAIRS NEEDED:
Estimated Cost 

of Repairs

Note:  Provide pictures of area(s) before repairs and after repairs have been completed.

Estimated Repairs Completion Date:____________________Total Estimated Cost of Repairs:_____________________

ENGINEER'S INFORMATION:

Inspected By:____________________________________________________P.E. 

Firm:___________________________________________________________ 

Address:_________________________________________________________

__________________________________________________________

Phone:______________________ Email:_______________________________

Signature of P.E. _____________________________________________________

FACILITY OWNER INFORMATION:

Owner / Representative Name:____________________________________________ Title:____________________________  

Address:_______________________________________________________________________________________________ 

Actual Date All Repairs Completed:_________________ Actual Cost of All Repairs:____________________ 

Owner / Representative Signature:_____________________________________________________Phone:________________

Place signed/dated Professional Stamp (must be by the P.E. performing the inspection)
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